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RIM ¢

#6
COVER

3'-0" OR AS
DIRECTED

PLAN SECTION

A=A

4"x3"'x3/8" AT 85" AROUND ALL
FOUR SIDES

1" PLAIN BARS ACROSS ALL

TOFP PLAN

CONC. TOP SLAB

r #06 MANHOLE RIM ¢ COVER

G )

T 1

OPENINGS OVER 6" HIGH

3/4" DIA. BARS IN—/
EACH CORNER N

Al

FOR OPENING HEIGHT)

(SEE GRADING PLAN

NOTE:

CONC. SHALL BE 3000 P.S.l.
PLASTER WALLS INSIDE AND
OUTSIDE WITH 1/2" COAT OF
CEMENT MORTAR.
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9II I

3'-0" OR AS
DIRECTED

_ 9II

~———— 8" BRICK — B

CONC.
INVERT

CROSS SECTION

/1N TYP. 3' X 3" INLET
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VARIABLE 6" TO 12"

3'-0" SQ. BY 8" THICK
CONCRETE SUPPORT PAD

VALVE BOX SHALL BE CENTERED
OVER OPERATING NUT, PLUMBED

AND CLEARED OF VALVE AT ALL POINTS—\

TAMPED
BACKFILL—"

EXTERIOR FIRE/WATER MAIN

REFER TO CONTRACT DRAWINGS

FOR DETAIL AND SIZE\

4’ TO NEAREST

OBSTRUCTION (MIN.)

13 18" MIN
Q>
== : FINISHED
s GRADE
. B
3 N : Y
i
x d | Bl conc. sLaB
>
>
QUDISTURBED = o PROVIDE GATE VALVE
e (ACCORDING TO PIPE
) SIZE) W/C.Il. ROAD—
S R WAY 'VALVE BOX FOR
T )t EACH HYDRANT
o CONNECTION.
- BsEge T
CONC. S 7] ]
THRUST —&— + S—+
BLOCK B | jai =
IR 2 J_‘S VALVE CONNECTED DIRECTLY
‘ TO ANCHORING TEE
RRRSSRERRRIRE 1/4 CUBIC YARD
|L1°=6" | 1'=6" | WASHED GRAVEL

/7N TYP. FIRE HYDRANT ASSEMBLY

C5.03
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/—FINISHED GRADE \

¢

12" SAND OR PEA GRAVEL
BED, COMPACTED

EARTH FILL
COMPACTED (TYPICAL)

EXTENSION STEM REQUIRED IF
OPERATING NUT IS OVER 30"
BELOW VALVE BOX TOP

PLUMB BOX

COMMON BRICK AT 1/3 POINTS
TO PREVENT SETTLEMENT AND
REFER TO CONTRACT

DRAWINGS FOR SIZE.

VALVE SHALL BE FULL

PIPE SIZE.

N.R.S. GATE VALVE. UL
AND F/M APPROVED

ANCHOR ROD (TYPICAL)

0

S o oy

D
b P | (| [ | [ |
>,

21_0)1 BY 81)

THICK SQ. MIN.

4\ TYP. WATER VALVE
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CONCRETE SUPPORT PAD
WITH REINFORCING RODS

FIN. GRADE x
| %

HEAVY DUTY COVER

ADJUSTABLE HEAD

CLEAN OUT SERIES 58310
MADE BY JOSAM
MANUFACTURING CO.,

OR APPROVED EQUAL,

WITH SCORIATED

COVER AND BRASS

INTERNAL PLUG.

TYPE 58315 (FOR 4"Q PIPE)

WITH LETTERS
"C.0.” CAST.
| a1y
| 10 N10 | 4” MIN. CONCRETE
| ENCASEMENT
THREADED CLEAN OUT

PLUG.

ENCASE IN CONCRETE

TYPE 58316 (FOR 6”8 PIPE)

WYE

12”

FOR PIPE SIZE AND
MATERIAL, REFER TO
UTILITY PLAN

1l ———— 45 BEND

_é _

}

T~ PLUG

3\ TYP. SANITARY SEWER CLEANOUT
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FINISHED GRADE

NO. 7A FRAME & COVER,
LABELED "SEWER”

OFFSET TOP OVER STEPS

24"

ALL MANHOLE JOINTS '
SHALL HAVE O-—RING .
RUBBER GASKETS. v

) PRECAST CONCRETE MANHOLE
\¢ SECTION (JOINTS NOT SHOWN)
- (A.S.T.M. DESIGNATION C-478)

48"

-

> A

O _3) FORM INVERT UNIFORM &
SMOOTH BETWEEN INVERTS

. /
) FLOW k OF MAIN PIPES
. . AN
Z .
- . . | ™
e o e [ |2
__'_I L_‘__ ‘---\\\\\\\\\\~\~___ )
6” TDOT NO. 57 CRUSHED LIMESTONE.

ELEVATION

INCLUDE IN COST OF MANHOLE

NOTE:
CONCRETE SHALL BE 4,000 P.S.I.

FLARE ENTRANCE TO
OUTLET PIPE

D

MANHOLE STEPS SPACED AT 16"
VERTICALLY. NO STEPS REQ'D IF
MANHOLE IS LESS THAN 4 FEET
DEEP

SECTION A-A

6\ TYP. SANITARY SEWER MANHOLE

C5.03/ NTS

Allen&Hoshall

engineering since 1915
1661 International Drive  Memphis, TN 38120
901 820 0820 fax 901 683 1001
www.allenhoshall.com
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